
Exide Premium
Passenger vehicle batteries



› �Ideal for highly equipped cars with powerful engines and 
demanding electrical needs

› �Recharges up to 1.5 times faster
› 3DX-Grid-Technology, retainer covering active mass

› 30% extra starting power
› Ideal for extreme weather and urban driving conditions
› Original equipment experience inside
› Comprehensive range covering around 90% of car parc

Exide Premium
Passenger vehicle batteries

Battery Volt Capacity Cold cranking amper Length
mm

Width
mm

Height
mm

Position of 
terminal Terminal Hold down Quantity

EA472 12 47 AH (c20) 450 A (EN) 207 175 175 0 1 B13

EA530 12 53 AH (c20) 540 A (EN) 207 175 190 0 1 B13

EA612 12 61 AH (c20) 600 A (EN) 242 175 175 0 1 B13

EA640 12 64 AH (c20) 640 A (EN) 242 175 190 0 1 B13

EA722 12 72 AH (c20) 720 A (EN) 278 175 175 0 1 B13

EA770 12 77 AH (c20) 760 A (EN) 278 175 190 0 1 B13

EA852 12 85 AH (c20) 800 A (EN) 315 175 175 0 1 B13

EA900 12 90 AH (c20) 720 A (EN) 315 175 190 0 1 B13

EA1000 12 100AH (c20) 900 A (EN) 353 175 190 0 1 B13

Exide Premium Asia
Battery Volt Capacity Cold cranking amper Length

mm
Width

mm
Height

mm
Position of 

terminal Terminal Hold down Quantity

EA386 12 38 AH (c20) 300 A (EN) 187 136 220 0 3 B1

EA456 12 45 AH (c20) 390 A (EN) 237 136 227 0 3 B1

EA654 12 65 AH (c20) 580 A (EN) 230 173 222 0 1 B1

EA754 12 75 AH (c20) 630 A (EN) 270 173 222 0 1 B1

EA755 12 75 AH (c20) 630 A (EN) 270 173 222 1 1 B1

EA954 12 95 AH (c20) 800 A (EN) 306 173 222 0 1 B1

EA955 12 95 AH (c20) 800 A (EN) 306 173 222 1 1 B1


